
RC-8 ULTRA-SLIM RECEIVER COLLAR 

 
For Use With: 

 HC-7000 and HC-8000  

Humane Contain Fencing Systems 

& 

Super Scram Mats (SSM-1) 

 

OPERATING INSTRUCTIONS 

 



RC-8 ULTRA-SLIM RECEIVER COLLAR  

The heart of our Humane Contain electronic fence technology lies here in the 
super advanced, Model RC-8 Radio Receiver Collar. The miniaturized, 
microprocessor-driven circuitry is protected by a rugged, water resistant casing. 
Shock stimulus is delivered through the STIMULUS PROBES at the back of the unit. 
A TONE SPEAKER at the front of the unit delivers the tone stimulus. 

          Test Button 

 

      Speaker 

Test Button: Pressing this button tests the battery and verifies operation of the 
shock circuit. NOTE: THE TEST BUTTON TRIGGERS ACTUAL STIMULUS OUTPUT. DO 
NOT USE WHEN THE COLLAR IS ON THE ANIMAL. Do not touch the probes when 
depressing the Test Button.  

Test Lamp: This lamp illuminates whenever a shock pulse is being generated.  

Tone Speaker: Emits an audible training tone whenever a shock pulse is being 
generated.  

Shock Stimulus Probes: Contact the skin of the pet's neck to administer the 
shock training stimulus. 

TESTING YOUR RC-8 RADIO COLLAR 

*Caution: This test generates actual static pulses so make sure you remove the 
collar from your pet and do not unintentionally touch the shock probes! 

 



Periodically, remove the collar from your pet and perform the following Self-Test 
with the power switch ON. Hold the collar by the case without touching the shock 
probes and press the TEST button. This initiates a self-test of the battery and 
shock circuitry, with the following indications. 

 

TEST LIGHT: 

• If the test light is SOLID Red, the battery is OK. 
• If the test light is BLINKING Red, the battery is LOW. Replace the battery 

soon. 
• If the test light is NOT ILLUMINATED, the battery is dead. 

TONE SPEAKER: 

• If the speaker produces an audible tone or beep, the shocking circuit is 
functioning properly. 

• If there is no tone or beep, the shocking circuit is not working and the unit 
should be repaired. 

The water-resistant casing is moisture sealed for safe operation in most weather 
conditions. If the TONE SPEAKER gets wet, you will notice that the tone output 
becomes muffled or stops altogether. This is due to water on the outside of the 
speaker face. It does not mean that the inner works have gotten wet. Once the 
unit dries, the sound will return to normal. 

 

 

 

 

 

 

 



INSTALLING & REPLACING THE BATTERY PACK  

The replaceable battery pack installs at the bottom of the unit, between the 
STIMULUS PROBES. Note that there is a small tongue on the battery pack that 
lines up with a groove in the collar casing. This is to ensure that the battery pack is 
installed correctly. Line up the tongue with the groove and push firmly. You will 
hear two clicks as the battery pack snaps into place.  

 

 

To remove the battery pack, squeeze together the two finger tabs on each side of 
the battery pack and pull it out of the casing. 

Battery Life  

The battery life of your RC-8 collar depends upon how often your pet strays into 
the boundary field. It will operate for several weeks in the absence of any 
required shock output. If your pet is receiving corrections very often, it may be 
necessary to replace the battery after only one or two weeks. In addition, you 
should expect to use at least one battery during the initial training.  
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