
HEAVY DUTY ENHANCED LOCK 
SLIDING DOUBLE DOOR FOLD & CARRY WIRE DOG CRATE & MAT KIT



                  Locate the top panel and place 
on top of all three upright panels with the 
hooks facing down. First, connect the hooks 
over the top rung of the side panels. 

                   Pull the handle to slide the 
doors open.

STEP 10a         Lift the door lock handle.
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                Take all parts out of the box and 
remove the zip tie.

Assembly instructions for Crate models 297463. This “castle” requires two people for assembly.

STEP 1

1 2

STEP 2                （a) Locate the side panel without 
the door and lay it on the floor along the 
left side of the floor panel. The loops 
should be facing up. The closely spaced 
horizontal wires should be closest to the 
floor panel.  (b) Place the floor panel hooks 
between the second and third horizontal 
wires and inside the first vertical wires 
of the side panel.

STEP 3
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               Slightly lift the side panel, making 
sure the floor panel hooks go over and 
wrap around the second horizontal wire. 
Continue lifting until the side panel is 
vertical.

STEP 4
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               Locate the back panel and place it 
at the back of the floor panel and alongside 
the vertical side panel. The two u-shaped 
hooks should be on top and facing inward. 
Align the uppermost loop of the back panel 
to rest on the uppermost loop of the side 
panel. Insert the corner rod downward 
through all of the intersecting loops of this 
corner.

STEP 5 STEP 6
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                  Second, connect the u-shaped 
hooks of the back panel over the top rung of 
the top panel, while making sure the center 
horseshoe tab of the top panel is resting on 
top of the back panel.

STEP 8bSTEP 8a
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                 Slightly lift the side panel, making 
sure the floor panel hooks go over and wrap 
around the second horizontal wire. Continue 
lifting until the side panel is vertical.

Align the uppermost loop of the back panel to 
rest on the uppermost loop of the side panel. 
Insert the corner rod downward through all of 
the intersecting loops of this corner.

STEP 7

54 in（54.3 in L × 36.5 in W × 44.88 in H）(137.9 cm × 92.71 cm × 1134.0 cm）91+lbs（200.6+kg）

Tip: Please remove the mat before removing the pan.
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                 Identify and locate each of the 
components listed above. Remove the four 
corner rods from the front and back panels. 
Place the floor panel flat on the floor with 
the hooks extending upward. Locate the 
pan locking latch on one end of the floor 
panel – this is the front of the crate. It’ll be 
your point of reference.

               Locate the side panel with the door 
and lay it flat on the floor along the right side 
of the floor panel. The door lock should be 
facing out and down. The loops on the short 
ends should be facing up with the closely 
spaced horizontal wires closest to the floor 
panel.

STEP 9
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Floor Panel (1x)Front Door Panel (1x)

Plastic Pan (1x)Back Panel (1x)

Top Panel (1x)Side Panels (2x)

Mat (1x)Corner Rods (4x)


